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Mechanical pressure switch AP E e
AP E Seri es Internal structure and parts list
= s Internal structure and parts list [eRL
Repeatability: Within £0.02 MPa, set pressure: 0.1 to 0.8 MPa. —
@ Port size: Re1/4 @ APE-8T I? Fit)
JIS symbol | R (Reg
B D o % e

Compressed air

MPa 1.0 (=150 psi, 10 bar)

MPa 1.5 (=220 psi, 15 bar)

et pressure MPa 0.1 (=15 psi, 1 bar) to 0.8 (=120 psi, 8 bar)

| Fluid temperature "C 5 (41°F) to 60 (140°F)

| Micro switch Z-15GD-B (OMROM)

ontact array 1c

0.1 (=15 psi, 1 bar) to 0.49 (=71 psi, 4.9 bar), hysteresis within 0.049 (=7 .1 psi, 0.49 bar)
0.5 (=73 psi, 5 bar) to 0.8 (=120 psi, 8 bar), hysteresis within 0.078 (=11 psi, 0.78 bar)

| Hysteresis MPa

MPa Within £0.020 (=2.9 psi, 0.2 bar) of set pressure
| Ambient lemperature *C -5 (23°F) to 60 (140°F) (no freezing)
LgFRL: Ambient humidity % 90 or less
| Max._ operating frequency times/min. 20
i i MO 100 or more (with 500 VDC megger)
| Mounting onentation Arbitrary
k9 e ® APESN ® APEBF
Micro switch rated
Non-inductive load (A) Inductive load (A) s
Resistance load Lamp load Inductive load Electric motor load (/‘ﬂ /E
NC N.O NC N.O N.C N.O N.C N.O j , [
15 15 30 15 15 15 50 25 f S
15 15 25 1.25 15 15 3.0 15 il
6.0 6.0 3.0 15 5.0 50 5.0 25

W~ [No_ | Partname ] Matrial | Remaria | No | Partname | Wateri
| "( N ) 1| Steel 2 | Pn steel
2 Adjusting screw Steel 13 E type snap ring Steel
Mechanical 3 Spring hoider Steal 14 Spring holder Steel | Peaesliomen
pressure swifch 4 Lever Steel 15 ¥ packing Nitrile rubber
5 Insulating plate 16 Piston celal
Code Contont L > e
. =T othod [ Micro switch Z15GD-B 17 Cover ABS resin
i 7 Fi i 1 UNE S St MaX 1
@ Wiring/piping method 8T v g port R 4, electic wie outll port G 12 1 zm - : < = J
.12 N At pipng portRCTH, wire outist part 910 lain washer teel N:n:al 1 Spring washer teel MNominal 4
8F [ Option | A pipig O-ng, dlectic wire oullel porl 10 9 | Crssacesedyan text sahoe oo Steel 3%20 20 | Bogy Zinc die casting |
e 10 | Spring washer Steel Nominal 3 21 | Cover securing screw Steel M3 tat head maching screw
. 1 Spring Piano wire 2 Lamp | With indicalir kmp (sandard) only |
© ndicator lamp Blank | Without indicator lamp
A&\ Precautions for model No. selection L 1001200 VAC with indicator lamp
3N 24 VDC with indicator lamp

1: When NPT port size is required, indicate M after 8,
(Example) APE-BNT APE-8NN

2. An O-fing (JIS B2401P10) and two hexagon socket head

cap screws (MS x 550) are enclosed with APE-8F as

ACCESSONes.

| [Example of model No.]

| APE-8T-1N

| Model No.: Mechanical pressure switch

- | @ Wiringipiping method. .. Re1/4

Ending | @ indicator lamp..... With lamp for 100/200 VAC

1040 CKD CKD 10;1




