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Erlauterungen/Explanations

dxD,D1,L, Ly, Lo, L3, =
Grundabmessungen, Spannsatze ungespannt
Basic dimensions, Locking Assembly
in loose conditions

T = Ubertragbares Drehmoment
Transmissible torque

Fax= Ubertragbare Axialkraft
Transmissible axial force

Ta = Anzugsmoment Spannschraube
Tightening torque screw

pw = Flachenpressung Welle
Surface pressure between Locking
Assembly and shaft

pn = Flachenpressung Nabe
Surface pressure between Locking
Assembly and hub

x = Ca. 3 mm Montagefreiraum!
Ca. 3 mm space for assembling!

1 inch
Abmessungen
Dimensions

D L L4 Lo Lz Dy [Toder/orFyy

ft-lbs  lbs

3/4 0,750 x 1,850 1,772 1,535 1,220 1,024 2,087 | 235 7400
7/8 0875 x 1,850 1,772 1,535 1,220 1,024 2,087 | 270 7400
1 1,000 x 1,969 1,772 1,535 1,220 1,024 2,205 | 310 7400
11/8 1,125 x 2,165 1,772 1,535 1,220 1,024 2,402 | 345 7400
13/16 1,188 x 2,165 1,772 1,535 1,220 1,024 2,402 | 370 7400
11/4 1,250 x 2,362 1,772 1,535 1,220 1,024 2,598 | 525 9890
13/8 1,375 x 2,362 1,772 1,535 1,220 1,024 2,598 | 575 9890
17/16 1,438 x 2,559 1,772 1,535 1,220 1,024 2,795| 535 9890
11/2 1,500 x 2,559 1,772 1,535 1,220 1,024 2,795 | 625 9890
15/8 1,625 x 2,953 2,165 1,850 1,417 1,181 3,189 | 940 13700
13/4 1,750 x 2,953 2,165 1,850 1,417 1,181 3,189 | 1010 13700
17/8 1,875 x 2,953 2,165 1,850 1,417 1,181 3,386 | 1270 18200
115/16 1,938 x 3,150 2,165 1,850 1,417 1,181 3,386 | 1490 18200
2 2,000 x 3,150 2,165 1,850 1,417 1,181 3,583 | 1550 18200
21/8 2,125 x 3,346 2,165 1,850 1,417 1,181 3,583 | 1550 18200
23/16 2,188 x 3,346 2,165 1,850 1,417 1,181 3,583 | 1640 18200
21/4 2,250 x 3,543 2,165 1,850 1,417 1,181 3,780 | 1710 18200
23/8 2375 x 3,543 2,165 1,850 1,417 1,181 3,780 | 1790 18200
27/16 2438 x 3,740 2,165 1,850 1,417 1,181 3,976 | 1790 18200
21/2 2500 x 3,740 2,165 1,850 1,417 1,181 3,976 | 1860 18200
29/16 2,563 x 3,740 2,165 1,850 1,417 1,181 3,976 | 1940 18200
211716 2,688 x 4,331 2,835 2,441 1,811 1,575 4,567 | 2710 29400
23/4 2,750 x 4,331 2,835 2,441 1,811 1,575 4,567 | 3370 29400
27/8 2875 x 4,528 2,835 2,441 1,811 1,575 4,764 | 3510 29400
215/16 2,938 x 4,528 2,835 2,441 1,811 1,575 4,764 | 3620 29400
3 3,000 x 4,724 2,835 2,441 1,811 1,575 4,961 | 3860 29400
31/4 3,250 x 4,921 2,835 2,441 1811 1,575 5,157 | 4680 36600
33/8 3375 x 4,921 2,835 2,441 1,811 1,575 5,157 | 5120 36600
3716 3,438 x 4921 2,835 2441 1,811 1,575 5354 | 5330 36600
31/2 3500 x 5118 2,835 2,441 1,811 1,575 5,354 | 5420 36600
33/4 3,750 x 5315 2,835 2,441 1,811 1,575 5,551 | 5720 36600
315/16 3,938 x 5,709 3,504 3,031 2,047 1,811 5945| 7210 44100
4 4,000 x 5709 3,504 3,031 2,047 1,811 5945| 7500 44100
4716 4,438 x 6,102 3,504 3,031 2,047 1,811 6,339 | 7930 44100
43/4 4,750 x 6,496 3,504 3,031 2,047 1,811 6,732 | 10800 54900
415/16 4,938 x 7,087 3,504 3,031 2,047 1,811 7,323 [ 12400 65900
5 5,000 x 7,087 3,504 3,031 2,047 1,811 7,323 | 14100 65900
57/16 5,438 x 7,480 3,858 3,307 2,323 2,008 7,717 | 17400 75800
515/16 5938 x 7,874 3,858 3,307 2,323 2,008 8,110 | 22400 91000
67/16 6,438 x 8,858 3,858 3,307 2,323 2,008 9,094 | 29600 106000
615/16 6,938 x 9,252 3,858 3,307 2,323 2,008 9,488 | 31300 106000
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Weitere GroBen auf Anfrage/Other sizes on request
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